NOTE: THE UTILITY LOCATIONS AND SIZES ARE PRELIMINARY AND ARE SUBJECT TO CHANGE. PLEASE CONTACT PUBLIX FOR MORE INFORMATION.

PREFERRED LOCATION OF PUBLIX PROTOTYPICAL STORE

MINIMUM EXTENT OF CANOPY

ENTRY / EXIT

NOTE: INDICATE SLOPE ON ALL OUT GOING LINES MIN 1% SLOPE REQUIRED

FFE: 0.00 FT
(INDEX "NAVD" OR "NGVD")

NOTES:
1) FDC LOCATION AS PER LOCAL AHJ OR WITHIN 100 FT. OF PIPE HYDRANT LOCATED BEHIND PUBLIX SUPER MARKET.
2) LOCATE POST INDICATOR VALVE AWAY FROM BUILDING PER NFPA 13.
3) COORDINATE COLLECTION OF CANOPY, STORM DRAINS UNDER GROUND AND TAKE TO STORM WATER SYSTEM.
4) PATTERNED AREA IS 100% STAMPED INTEGRAL COLORED CONCRETE

FIRE MAIN
INV. ELEV: (-) 4.5 FT
TIED INTO ADJACENT RETAIL BAY'S SYSTEM

3/4" WATER LINE
INV. ELEV: (-) 3.0 FT

FACE TO OUT
5'-4"
3'-4"

20'-0"

EXIT

MDP

3"x3" DS

4" STORM
INV. ELEV: (-) 4.5 FT

4" SANITARY D.
INV. ELEV: (-) 4.5 FT

FFE: FINISH FLOOR ELEVATION
TOC: TOP OF CONCRETE/PAVEMENT

SOIL BORING LOCATIONS (MIN.)

PLOT SCALE: 1/8"=1'-0"

6"# S.S. BOLLARD
EXHIBIT 2-30

S.S. "U" SHAPED
PEDESTRIAN GUARD RAIL
EXHIBIT 2-30

AREA 1,400 S.F.

Revised 04/10/2017